
STAGE PLOT AND TECHNICAL REQUIREMENTS 
 
 
 
STAGE SIZE:  14’ x 14’ 
 
MIXING:  16 CHANNELS / 4 MONITOR MIXES 
 
MICROPHONES: 4  VOCAL / 7  INSTRUMENT  (12 XLR CABLES) 
 
BOOM STANDS: 12 BOOM STANDS 
 
D.I. BOXES:  4 DI BOXES (1 AC GUITAR /  1 MANDOLIN / 2 (or 1 stereo) ACCORDIAN) 
 
FLOOR MONITORS: 5 MONITORS (12” AND HORN) 
 
MAIN PA:  2 MID HIGH CABINETS (DOUBLE 12”AND HORN) 

  2 SUB WOOFER CABINETS (DOUBLE 18”) 
 

POWER:  MAIN PA         2400 WATTS PER SIDE  
MONITORS     350 WATTS PER MONITOR  
 

LIGHTING: 2 x 4  LIGHTING TREES W/ PAR 56 BULBS 2400 WATTS TOTAL             
(8  MULTI COLOURED LIGHTS + DIMMER PACK + SCENE PRESETS) 

 
ELECTRICAL:  3 x 120 VOLT CIRCUITS (PA AND MONITOR)   

1x 220 VOLT DRYER OR STOVE OUTLET (LIGHTING) 
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VM  =   VOCAL MIKE 
IM   =   INSTRUMENT MIKE 
DI    =   DIRECT BOX 
AMP  =  INSTRUMENT AMP 
          =  MONITOR + MONITOR MIX#  
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